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REVISION DESCRIPTION

/

DRAWN / DATE

REVIEWED / DATE | APPROVED / DATE

ISSUE FOR APPROVAL MDK /110502
AN
Mounting Bracket M14*1.0P
S—— f—eafTill SPECIFICATIONS
* s : .
| = N ltem . Type YT-525 Single Type
%\ - = E Signal Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar)
| | Max Supply Pressure 1MPa (10bar)
5 Flow Capacity(Cv) 0.9
3 , R Signal Connection NPT 1/4
__ | in / Output Connection NPT 1/4
.. e | ! Ambient Temp, —20°C ~ 70°C(—4F ~ 158F)
, | Weight 1.72kg (3.8lb)
| | (@)
| | "
| |
| | -~ ] 8 BODY LOWER STS316 Q
! ! < 7 BODY BASE STS316 1
L J 0 J \ ! J 0 DIAPHRAGM NBR 2
In Port “ 5 EXHAUST RING 50514 1
NPT 1/4 o 4 COVER BASE 50514 |
Out Port 3 MOUNTING NUT STS316 1
2-NPT 1/4 2 NUT(M8*1) STS316 1
1 ADJUST BOLT STS316 1
NO. PART NAME MATERIAL QY REMARK
PROJECT NAVE _
5 RE PRODUCT NANE
SNAP ACTING RELAY VALVE c YOUNG ._.mom_“%o._ LTD.
i T MODEL V1525 e , ,
VR PROECTON,— TSCALE ™" SNAP ACTING RELAY ASS'Y DWG
or E_[ GENERAL TOLERANCE | QUANTITY 3 SHEET No. [15 me REV.
1 1/1 YT-525 (SINGLE TYPE) | 0
2 3 4 0 0 / YTC—-A3




