Rotary Actuator
(Double Action)

Positioner & Feed Back Module

ULE

gl
g1
2]

FEED BACK J

e
Os
=
e,

4-M8*1.25P TAP

Positioner

REVISION DESCRIPTION DRAWN / DATE
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Specifications (Feedback Module)

Input Type

2 Wire

Output

4 ~ 20mA DC

Noise Range

S0mVp.p

Protection

IP 67

Input Signal

0~90

Weight

Aluminum Diecasting

Material

0.88 kg(1.94 Ib)

Specifications (Positioner)

Acting Type

Double

Input Signal

4 ~ 20mA DC

Impedance

Max 460 Ohm/20mA DC

Supply Pressure

0.14 ~ 0.7MPa (1.4 ~ 7bar)

Stroke

0~ 90

Supply
Out 1
Out 2

Air
Connection

PT(NPT) 1/4

Gauge Out 1
Connection Out 2

PT(NPT) 1/8

Conduit

Repeatability

PF1/2 (61/2)
£0.3% F.S

Hysteresis

10.5% FS.

Sensitivity

10.2% F.S.

Linearity

10.5% F.S.

Air consumption

Below 0.01LPM (sup0.14MPa, 1.4bar)

Flow Capacity

60LPM (sup0.14MPa, 1.4bar)

MPU

16 bit Micro Controller

Main

Part Name

Material

A/D Converter

12 bit

Board

Base Body (Single Type)

ALDC12

Base Cover

ALDC12

Pressure Gauge

STS304

Connector

AL, NBR

Positioner

D/A Converter

12 bit

LCD | Operation Temp.

—20 ~ 70°C (~4 ~ 158T)

Output Characteristics

[J Linear ] EQ%

[ User defined L] Quick Open

Material

Indicator

PC

Base Body

ALDC12

Base Cover

ALDC12

Main Shaft

STS303
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Connector

AL, NBR

Feed Back Weight
Module

Aluminum Diecasting

Protection

IP66

1.6kg (3.5 Ib)
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